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PRODUCT SPECIFICATION

1. Applicability This specification is applicable to the following product:

Coin Type Manganese Dioxide Lithium Battery  C R 2 0 3 2

2. Eatings :

2.1Battery Type :

2.2Nominal Voltage

2.3 Standard Capacity

2.4Dimensions :

2.5Standard Weight :

2.6OperatingTemperature

2.7Chemical System :

CR2032
3.0 V

245 mAh
(on continuou:

end-voltage )

Shape and dir

3.2 g
-20 ~ 65C

Anode :
Cathode  -
Electrolyte  :

P工

discharge at 23C under15k& load to 2.0V

ensions shall be as shown in Fig.l.

Lithium
Manganese Dioxide

Organic Solvent with Lithium Salt

3. Quality requirements

3.1Dimensions :

3.2Appearance :

3.3Characteristics :

3.4Use recommendation limit

Shape and dimensions shall be as shown in Fig.l.

Batteries shall have no deformation, dent, flaw, stain and
leakage,that spoils commercial value ofthe product.

The characteristics shown below in Table 1 should be satisfied.

Recommended date of use shall be within5 years after battery
manufacture.

*x Initial: within 1 month after delivery.
*2 Duration after storage at 60C 100 days are reference value

一

No TestItem
Characteristic

Test Condition
Initial*1 After1 Year

1 Open-Circuit
Voltage 2部C 3.00 ~ 3.40 V 3.00 ~ 3.40 V

2 Closed-Circuit

Voltage

23C 3.00 @ 3.40 V 3.00 ~ 3.40 V Load Resistance :15k Q 0.8see

3 Duration

60C 1170 h. minimum
一 Load Resistance :15k Q

Cutoff Voltage : 2.0 V23C 1200 h minimum 1180 hnm皿U血
一一 一一一"一

一oc 1050 h.rm'rn'ym mi

4
Duration
(Acceleration) 23C

1150 11 minimiim

After storage at 60C for 20 days

Load Resistance :15k Q
Cutoff Voltage :2.0 V

1060 ll TnTnrrmTm*̂
After storage at 60C for100 days

Load Resistance -15k Q

Cutoff Voltage :2.0 V

5
Leakage No leakage being obstacles to

practical use.-
After storage at 60C for 30 days
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ENGLISH: NO MERCURY AND CADMIUM ADDED

MADE IN CHINA

FRENCH: SANS MERCURE NI CADMIUM AJOUTÉS

FABRIQUÉ EN CHINE

ENGLISH:

WARNING: KEEP AWAY FROM INFANTS.  IF SWALLOWED, SEE DOCTOR IMMEDIATELY. 

DO NOT RECHARGE OR DISPOSE OF IN  FIRE.

FRENCH：

AVERTISSEMENT: Gardez hors de la portée des enfants. 

En cas d'ingestion, consultez immédiatement un médecin. 

Ne pas recharger les piles ou les mettre au feu par risque d'explosion ou

de fuite de liquide. 

TOSHIBA Coin-Type lithium Batteries


